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Alarms & signalling device — Symphoni AV Voice +

Alarms & signalling device with voice message

See the product on acsnordic.se

Product specifications

EN CERTIFIED TONES

CABLE ENTRY

ALARM CURRENT

VOICE TONES

PRODUCT BRANDING

OPERATING TEMPERATURE - MIN

SYSTEM TOPOLOGY

ELECTRICITY CONSUMPTION

CONSTRUCTION MATERIAL

SOUND OUTPUT

NOMINAL VOLTAGE

TYPE OF CURRENT

SYSTEM WIRING

HUMIDITY (NON CONDENSING) - MAX

NUMBER OF TONES

ADDRESSING MODE

EN CERTIFICATION STANDARDS

TONES

MATERIAL HOUSING

OPERATING TEMPERATURE - MAX

STANDBY CURRENT

HUMIDITY (NON CONDENSING) - MIN

COLOR HOUSING

DEGREE OF PROTECTION

M20 hole

8 mA

Yes

Eaton

-25°C

Conventional (Non-Addressable)

008 A

ABS/FR

100 dB

24V

DC

0.28 -2.5mm

95 %

Hard addressing

EN54 Pt3 (Fire Alarm Sounders)

Plastic

70°C

P66

PRODUCT LENGTH/DEPTH 100 mm
PRODUCT HEIGHT 110 mm
PRODUCTWIDTH 110 mm
PRODUCT WEIGHT 32kg
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